
Galvanised Steel Cable 7x19 (Very
Flexible)
Construction: 7x19
Tensile: 1960 N/mm2
Core: WSC (Wire Strand Core)
Lay: Right Hand Ordinary (sZ)
Material: Galvanised Steel 1960N/mm2
Standard: BS EN 12385-4:2002+A1:2008 Steel wire ropes
Factor of Safety: 5:1
Export Commodity Code: 7312104900

Code Diameter

Minimum Breaking
Load (kg)

Working Load Limit
(kg)

Weight per
100m (kg)

504.000.030 3mm 651kgs (6.38kN) 130kgs (1.27kN) 3.43kg

504.000.040 4mm 1157kgs (11.35kN) 231kgs (2.27kN) 6.1kg

504.000.050 5mm 2029kgs (19.90kN) 405kgs (3.97kN) 9.53kg

504.000.060 6mm 2604kgs (25.54kN) 520kgs (5.1kN) 13.7 kg

504.000.070 7mm 3150kgs (30.89kN) 630kgs (6.18kN) 19.5kg

504.000.080 8mm 4629kgs (45.39kN) 925kgs (9.07kN) 25.5 kg

504.000.100 10mm 7233kgs (70.93kN) 1446kgs (14.18kN) 39.8 kg
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