
Galvanised Steel Cable 7x7 (Flexible)
Construction: 7x7
Tensile: 1960 N/mm2
Core: WSC (Wire Strand Core)
Lay: Right Hand Ordinary (sZ)
Material: Galvanised Steel 1960N/mm2
Standard: BS EN 12385-4:2002+A1:2008 Steel wire ropes
Factor of Safety: 5:1
Export Commodity Code: 7312104900

Code Diameter

Minimum Breaking
Load (kg)

Working Load Limit
(kg)

Weight per
100m (kg)

503.000.010 1mm 78kgs (0.76N) 15kgs (0.15kN) 0.4kg

503.000.012 1.2mm 112kgs (1.1kN) 22kgs (0.22kN) 0.55kg

503.000.015 1.5mm 174kgs (1.71kN) 34kgs (0.33kN) 0.86kg

503.000.020 2mm 260kgs (2.55kN) 52kgs (0.5kN) 1.54kg

503.000.025 2.5mm 485kgs (4.75kN) 97kgs (0.95kN) 2.4kg

503.000.030 3mm 580kgs (5.69kN) 116kgs (1.14kN) 3.46kg

503.000.040 4mm 1143kgs (11.21kN) 228kgs (2.24kN) 6.1kg

503.000.050 5mm 1793kgs (17.58kN) 358kgs (3.51kN) 9.6kg
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