
‭CABLE-GP-SS-1x19-2020-1‬

‭Stainless‬‭Steel‬‭Cable‬‭1x19‬‭(Non‬‭Flexible)‬
‭Construction:‬‭1x19‬
‭Tensile:‬‭1570‬‭N/mm2‬
‭Core:‬‭WSC‬‭(Wire‬‭Strand‬‭Core)‬
‭Lay:‬‭Right‬‭Hand‬‭Ordinary‬‭(sZ)‬
‭Material:‬‭Stainless‬‭Steel‬‭1570N/mm2‬‭A4-AISI‬‭316‬‭1.4401‬
‭Standard:‬‭BS‬‭EN‬‭12385-4:2002+A1:2008‬‭Steel‬‭wire‬‭ropes‬
‭Factor‬‭of‬‭Safety:‬‭5:1‬
‭Export‬‭Commodity‬‭Code:‬‭73121020‬

‭Code‬ ‭Diameter‬

‭Minimum‬‭Breaking‬
‭Load‬‭(kg)‬

‭Working‬‭Load‬‭Limit‬
‭(kg)‬

‭Weight‬‭per‬
‭100m‬‭(kg)‬

‭602.000.010‬ ‭1mm‬ ‭84kgs‬‭(0.82kN)‬ ‭17kgs‬‭(0.17kN)‬ ‭0.50kg‬

‭602.000.012‬ ‭1.25mm‬ ‭131kgs‬‭(12.8kN)‬ ‭26kgs‬‭(0.25kN)‬ ‭0.70kg‬

‭602.000.015‬ ‭1.5mm‬ ‭190kgs‬‭(1.86kN)‬ ‭38kgs‬‭(0.37kN)‬ ‭1.1kg‬

‭602.000.020‬ ‭2mm‬ ‭336kgs‬‭(3.30kN)‬ ‭67kgs‬‭(0.66kN)‬ ‭2‬‭kg‬

‭602.000.025‬ ‭2.5mm‬ ‭525kgs‬‭(5.15kN)‬ ‭105kgs‬‭(1.03kN)‬ ‭3.1kg‬

‭602.000.030‬ ‭3mm‬ ‭757kgs‬‭(7.42kN)‬ ‭151kgs‬‭(1.48kN)‬ ‭4‬‭kg‬

‭602.000.040‬ ‭4mm‬ ‭1346kgs‬‭(13.19kN)‬ ‭269kgs‬‭(2.63kN)‬ ‭8‬‭kg‬

‭602.000.050‬ ‭5mm‬ ‭2100kgs‬‭(20.6kN)‬ ‭420kgs‬‭(4.12kN)‬ ‭12.4kg‬

‭602.000.060‬ ‭6mm‬ ‭3027kgs‬‭(29.69kN)‬ ‭605kgs‬‭(5.93kN)‬ ‭17.8kg‬

‭602.000.080‬ ‭8mm‬ ‭5302kgs‬‭(52kN)‬ ‭1060kgs‬‭(10.4kN)‬ ‭31.7kg‬

‭602.000.100‬ ‭10mm‬ ‭8034kgs‬‭(78.79kN)‬ ‭1680kgs‬‭(16.47kN)‬ ‭49.5kg‬

‭602.000.120‬ ‭12mm‬ ‭12109kgs‬‭(118.75kN)‬ ‭2421kgs‬‭(23.74kN)‬ ‭50.9kg‬
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